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Repetitive Peak Reverse Voltage VRrM Ty=25C 650 V
Continuous DC Forward Current IF 20 A
Repetitive Peak Forward Current [FRM te=1ms 40 A
[F=20A, T,=25C 2.00
Forward Voltage VE [F=20A, T,=150C 1.75 \Y
[F=20A, T=175C 1.60
Recovered Charge Qr le=20A 0.29 uc
Peak Reverse Recovery Current I Ve=300V 9 A
Y " | -dirldt=600AlUS
Reverse Recovery Energy Eee | 1w257C 0.05 mJ
Recovered Charge Qr le=20A 0.97 uc
Peak Reverse Recovery Current I Ve=300V 12 A
’ " | -dirldt=600A/LS
Reverse Recovery Energy Eee | Tw=150C 0.13 mJ
Recovered Charge Qr [r=20A 1.26 uc
Peak Reverse Recovery Current I Ve=300V 15 A
’ " | -dirldt=600A/LS
Reverse Recovery Energy Eee | TW1757C 0.16 mJ
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Rated Resistance Ros 5.0 kQ
Deviation of R100 ARR Tc=100"C, R100=493.3Q -5 5 %
Power Dissipation Pas 200 | mW
Ro=Rasexp[Bas/so(1/To-
B-value B 3375 K
2901 1)(298.15K))]
Isolation Voltage Visol t=1min, f=50Hz 2500 V
Maximum Junction Temperature Timax 175 T
Operating Junction Temperature Tojop -40 150 T
Storage Temperature Tstg -40 125 C
Stray-inductance-module Lsce 30 nH
. RCC’+EE’ 8.00
Module Lead Resistance, .
Terminals-chi Tc=25C, per switch mQ
erm'na S'C |p RAA'+CC’ 600

Thermal Resistance per IGBT-inverter 1.32

. Reuc KIW
Junction to Case per Diode-inverter 1.65
Mounting Force Per Clamp F 20 50 N
Weight of Module G 25 g
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Fig5. RBSOA Fig 6. IGBT Transient Thermal Impedance
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Fig7.Diode Foward Characteristics Fig8.Diode Switching Loss(Erec) vs.I¢
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Fig9.Diode Switching Loss(Erec) vs.Rg Fig 10. Diode Transient Thermal Impedance
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd.
reserves the right to make changes without notice for the specification of the products displayed herein to improve
reliability, function or design or otherwise.

The data provided in this specification comes from professional testing equipment of Yangjie Electronic Laboratory,
not general testing equipment. All the data is exclusively intended for technically trained staff. You and your technical
departments will have to evaluate the suitability of the product for the intended application and the completeness of
the product data with respect to such application.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to
be used with equipment or devices which require high level of reliability and the malfunction of with would directly
endanger human life (such as aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such
improper use of sale.

IGBTSs is the device which is sensitive to the static electricity, it is necessary to protect the device from being damaged
by the static electricity when using it.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our
website http:// www.21lyangjie.com , or consult your nearest Yangjie's sales office for further assistance.
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